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10 pin ribbon cables
10”

PSC650-D or PSC1500-D

SMART Power Controller

OPTIONAL

Typically MTA100 card is located inside
Power Controller

MTA100 Mass Termination Adapter

All connections to motors have plug connectors
Furnished with Cards

RUN/STOP Control of
Power Controller is on
MP1000 Front Panel

DC Volts to
Interface Cards

NOTE:  ONLY MP1000B Series Support 5 or 5.5 axis
operation

*

*

USED WITH MP1000 THC, SPINDLE SPEED or
BASIC

A
X

IS
 I

/O
 P

lu
g

EZPLUG

EZPLUG



1
91
0

1
0 9

2 1

J
5
5

12

20

19

2

1

1

J52

1

12

91
0

1
0 9

2 1

12

91
0

1
0 9

2 1

2

S
&

D
 C

A
R

D

12

91
0

1
0 9

2

15

C1

1616

15

2

1

J
5
0

J7

1

J
2

2

Z
 -

A

91
0

1
0 9

2 1

16

J55

EXT
12

Z
A

D
2

5
V

 S
o
u
rc

e

20

19

2

1

1

REV1

J9

MULTI-AXIS INTERFACE

1

D
3

D
1

1

1

D
6

D
riv

e
 C

o
m

m
o
n

+
5

U
5

D
5

J52

J
3

J
4

E
n
c
o
d
e
r V 12

91
0

1
0 9

2 1

CandCNC

C1

J2

G
N

D

J
1
9

12

91
0

1
0 9

2 1

J
1
9

J34

12

91
0

1
0 9

2
Remote Shutdown

Port

J8

PC +5

PC GND

J
1

J5

RS

A
X

IS
 I/O

 IN

J6

2

F
P

C
a

rd

X

B
 -

Y
'

X
 -

Y

15J17

2

11

J
2

5
J
1

8
J
2

3
J
2

0
J
2

4
J
2

1

Y

J
5
0

PSC Interface

1

MINI-IO IN

D
4

GECKO
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GECKO

GECKO
CandCNC

CandCNC

Gecko Servo
Interface Card

Gecko Stepper
Interface Card

OR

X MOTOR

Y MOTOR

Z MOTOR
A MOTOR

X Encoder

Y Encoder

PSC650-D or PSC1500-D

SMART Power Controller

OPTIONAL

Typically MTA100 card is located inside
Power Controller

MTA100 Mass Termination Adapter

All connections to motors have plug connectors
Furnished with Cards

Remote RUN/STOP Control of
Power Controller is on pin

(DB9) cable

MINI-IO
Super Combo

MINI-IO
Combo

GECKO

GECKO

GECKO

GECKO

OR

DB25 <16ft
10 pin ribbon cables

10”

MIx or match 2 X 2 Servo or Stepper configurations

DC Volts to
Interface Cards

Used with Dual Port Combos and Super
Combo boxes
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GECKO

X MOTOR

Y MOTOR

Z MOTOR

A MOTOR

MTA100 Mass Termination Adapter

MINI-IO

GECKO

GECKO

GECKO

GECKO

DB25 <16ft

D
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o
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LOW Cost Interface with discreet wiring
D

S
COM

D
S
C

GND
Common

for Gecko 203
Common

MOTOR POWER AND ENCODER (Servo models) CONNECTIONS
NOT SHOWN

See Page 5 for screw terminal signal names
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GECKO

GECKO

GECKO

GECKO
CandCNC

CandCNC

Gecko Servo
Interface Card

Gecko Stepper
Interface Card

OR

X MOTOR

Y MOTOR

Z MOTOR
A MOTOR

MTA100 Mass Termination Adapter

All connections to motors have plug connectors
Furnished with Cards

MINI-IO
Combo

GECKO

GECKO

GECKO

GECKO

OR

DB25 <16ft
10 pin ribbon cables

10”

DC Volts to
Interface Cards

Quick and Easy 3 or 4 axis
Controller

DC Motor Volts
48 to 65 VDC

Spindle and Aux
Relay card

Optional
Step & Dir

Monitor
Card

CandCNC Carries a complete line of card level and box level
Solutions for CNC builders. All our products are design to

work together

PC withMACH3

Parallel Port
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Options for use with Smart Power Control series
See those manuals for use

J3:  Sets “Common” Polarity for ALL
Outputs (J2, J34, J55).  Usually set to +5

As shown in default overlay.

J4:  Sets the source of 5V for Servo Card Encoder.
CAUTION DO NOT CHANGE THIS UNLESS YOU ARE

TOLD to DO SO. This option is for systems running
encoders that draw more than 50ma.

Ours do not.

header

JUMPER SETTINGS FOR MTA100 CARD.  DEFAULT SETTINGS ARE SHOWN
Most installs will use these settings

Dir

STEP

Dir

STEP

Dir

STEP

Dir

STEP

For +5 Common Drives

For +5 Common Drives

For GND Common Drives
(Gecko 203)

Screw Terminals for
Hard wiring Drives

(non-EZPLUG)


